


*Benchmar:

Exclusive
triple-shadow
embossing adds
elegance.

Patented
steel-edge
construction
provides added
strength and
security.

Latching hardware
is supported by
and reinforced
with an injection
molded composite
material providing
superior screw
holding power
and allowing
foam ow fora
atter surface at
lock area.

Setting the standard in steel entry doors.

Top-quality 24-gauge galvanized construction offers superior
durability and tested performance.

Heavy-duty 22-gauge galvanized steel available for selected 6 8
door styles.

A 90-minute positive-pressure re rating provides safety against the
spread of re.

The patented steel edge construction provides enhanced security,
durability and strength.

Pre-coated steel provides for superior rust inhibition and allows for
easy eld nishing.

Poly lockblock reinforcement ensures that cylindrical hardware is
mounted securely.

Tested performance.
90 minute positive pressure re tested, certi ed and listed.

Extensive hurricane tests and certi cations for Dade County and
International Code.

Cycle tested for endurance and durability, 250,000 cycles.

Passes Forced Entry Resistance ASTM F476-84 for enhanced
security.

Acoustically and thermally tested.

Superior energy ef ciency.

Highly insulating CFC-free polyurethane foam core is securely bonded
to galvanized steel panels for superior thermal performance and
added door strength.

A more beautiful door.

Exclusive triple-shadow embossing gives the door crisp panel lines
and up-to-date styling.

Attractive sidelite system provides many options for a customized
entryway.

Styles and sizes to suit any application.

Benchmark steel entry doors are available in a variety of sizes and
panel styles, so you can suit the needs of any installation. Coordinating
sidelites let you create a custom entryway design. Ask your Benchmark
distributor about in-stock availability, special sizes, preparations,
decorative glass options and more.

A worry-free warranty.

Benchmark steel entry doors, including all

Benchmark-supplied components, are covered by N

a limited 10-year warranty against manufacturer s -i'o :Y'ET AERD
defects. Some maintenance is required. See your

Benchmark dealer for complete warranty and WARRANTY

maintenance details. '
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For clear and decorative glass inserts
contact your Benchmark door distributor.



GBCHCIIIHZ!I' Landmark™ Steel Entry Doors

Affordable performance.

25-gauge steel construction offers strength and durability.
Exclusive
triple-shadow

embossing adds Wood edge available in selected styles.
elegance.

Unique layering painting process provides superior rust protection.

Steel edge offers a 45-minute re rating, while wood edge provides a
20-minute re rating for additional safety from the spread of re.

Energy ef ciency.

Polyurethane-core construction offers ve times the insulation value
compared to wood doors.

Choose our

tented steel
ezzg?of aniz Good looks that last.

strength and Exclusive triple-shadow embossing adds beauty.

security,
Coordinating sidelites help customize a home s entryway.

Styles and sizes for a variety of installations.

or a classic wood
edge.

Landmark steel entry doors come in a variety of heights, widths and
styles, offering complete versatility for any installation.

A warranty you can rely on.

Landmark steel doors, including all Benchmark-supplied components,
carry a limited two-year warranty to be free of manufacturer s defects.
Some maintenance is required. See your Benchmark dealer for
complete warranty and maintenance details.

For clear and decorative glass inserts, contact your Benchmark door distributor.

Landmark Steel Doors
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LMS000 LMS600 LMS4B0 LMS2B0 LMS2S0 LMS440 LMS = Steel Edge
LMWO000 LMW600 LMW440 LMW = Wood Edge







